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I t A u Min read technique data; 

Storing reading te hnique to obtain 

V • and the read technique data to 

sending the item identification data 

an evaluation system; 



, c hnique data; 

data to the optimum read 
iveness of the reading 



jue/ 



obtaining optimum read t\ 
comparing the read techrt| 
technique data to determine 

teChniqU6; hhP effectiveness of the reading 

providing feedback indicating the effect 

technique . 




— ' 4. pi/ini 1 wherein the step 

14 tended, A method according to c^aim 

j,„ n/morises accessing a 
, obtaining optimum read technique data aompr 
° determined ou/imum read technique data 

lookup table containing predetermined ojc 

£or an item correspond^ngjoj^ 

lT tended, A method a/ding to claim « further 
• ■ the steps of scann/g a plurality of items and 

7 piuralicy o£ items . 

calculating an average dynamic weig 

18 tended, /e-od according to claim . further 

'■ng the stZ comparing the average dynamic weight of the 
comprising tne a^ye 

/ ■ ~* aV eraqe dynamic weight 

plu rality of i*L « • predetermined averag 

standard. / ^ _ , 
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Please add the following claims: 

' 37 . (New) A method of optical scanning wherein an operator 

~f = /manner while moving the 
passes an item through a scan volume of a /scanne 

,iah scale integrated wit/ the scanner, comprising 
item across a weigh scale mi- y j 

the steps of , 

v. i ^ i-/e item to obtain symbol data; 
scanning an optical symbol on the item 

■ v,- ^fAhe item as the item is moved 
obtaining a dynamic weight the item 

across the weigh scale; 

calculaCl n 9 an ave^e ^> - a *«-lity of it- 

scanned; / 

«/ dvnamic weight of the plurality of items 
comparing the average dynamic weig 

scanned to an average dynamic weight standard; 

pro viding data/garding an extent of lifting to at least one 
of a training systZ and a monitoring system. 

/ . n rlaim 37 further comprising 

38. (Ne/ A method according to Claim 37 iu 

/ • ™ina technique with the scanner to 

the step of /monitoring scanning techniq 

obtain scan technique data. ^ 



39. (New) A metho 
passes an item through 
the item across a weigh 

comprising the steps cjf 




ical scanning wherein an operator 
'volume of a scanner while moving 
integrated with the scanner, 
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- • optical symbll on the item to obtain symbol data; 

scanning an optical symutv 

o^lt of the item as the item is moved 
obtaining a dynamic weight of tne 

across the weigh scale; 

■W value to a threshold value to 
comparing the dynamic weight value ^ 

make a decision whether the 

lifted across the scanner; 

accumulating total quaji : 

for a plurality of items set* 

, ,X relative amounts of lifting and 
providing data regarding thfe relative 

€ * Laininq system and a monitoring 
of sliding to at least one of a graining y 

system. 



was slid across the scanner or 



itieslf items slid and items lifted 



40 A meth/accordin 3 to Claim 3, further comprise 
ths step of monitor/ scannin, technic with the scanner to 
obtain scan tech^que data. 
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